








































Suspensions under steel beams for every direction and every load range.

Installation Information

KUDU 50 
parallel to the 
support profile

KUDU 50 
crossing the 
support profile

KUGU 50 
crossing the 
support profile
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Installation Information

Installation wide span support clamp WTK 150

Montagehinweis

Nachrüsten und Befestigen von Einlegeblechen WBL... 
in schwere Weitspannkabelleitern WSLS 200. ...
Fixierung mittels (GSF...) und Z M6X10. 
1. Schräggleitmutter GSF 0406 in den Profilschlitz einsetzen
2. mit einer Drehung verklemmen
3. das/die Einlegeblech(e) WBL... auflegen und
4. mit Zylinderkopfschraube(n) Z M6X10 befestigen.

Montage Weitspannträgerklemme WTK 150

Trennstegbefestigung RW... in WSL...
Montage des Trennstegs RW... in Weitspannkabelleitern WSL...
der Edelstahlausführungen E3 und E5 .  
1. KLWC 16 vormontieren
2. Die Gleitmutter ausrichten und in den Profilschlitz einsetzen
3. Den Trennsteg ausrichten
4. Trennsteg mit KLWC 16 befestigen

Trennstegbefestigung RW... in WRL...
Montage des Trennstegs RW... in Weitspannkabelrinnen WRL...
der Ausführung S und F .  
Empfohlener Befestigungsabstand auf jeder 2. Quersicke der 
Weitspannkabelrinne

MTEKM... RMP 130

Installation Instruction

For mounting distribution boxes, junction boxes, or cable glands on cable 
trays and ladders, as well as for mounting on wire mesh trays with at least 
two lateral longitudinal wires.

1.
Ø 29 mm
for cable glands with
-  metric connection thread M 25 

(1234M25…)
-  Pg connection thread Pg 16 

(1234P16…)

4.
Ø 22.6 mm
for cable glands with
-  metric connection thread M 20 

(1234M20…)
-  Pg connection thread Pg 13 

(1234P13…)

5.
Ø 16 mm
for cable glands with
-  metric connection thread M 16 

(1234M16…)
-  Pg connection thread Pg 9 

(1234P09…)

2.
Ø 25.5 mm
for cable glands with
-  metric connection thread M 25 

(1234M25…)
-  Pg connection thread Pg 16 

(1234P16…)

3.
Ø 13 mm
for cable glands with
-  metric connection thread M 12 

(1234M12…)
-  Pg connection thread Pg 7 

(1234P07…)

INFORMATION
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Installation Instruction

1.  Quick and easy installation with the CITO RLVC cable tray... thanks to a form-fitting plug-in 
locking mechanism

2.  Can be screwed together with all Niedax cable trays of the corresponding type series
3.  Ribbings in the bottom plate and radius to protect the cables when pulling them through
4.  Perforations in the base provide a higher level of safety through additional options 

for mounting brackets
5.  The rows of holes in the bottom also ensure orderly and structured cable routing 

with additional fastening options, such as cable ties, as shown here.

1.  Slide cable tray RLVC... 
onto the fitting.

2.  Guide the groove of the cable 
tray to the locking loop.

3.  Lowering the cable tray 
creates a form-fitting lock 
with the molded part thanks 
to the moldings in the side 
rails and base plate.

CITO fittings
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Installation / disassembly instructions

NX CITO Line RLVC...

1. Push together

1.   Press the tray inward and upward at the 
connection point

2. Pull the trays apart

2. Click into place Done!

Done!

NX CITO – installed at lightning speed!

NX CITO – Save valuable time

INFORMATION
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Extension T-Piece RTAK... , RTAC 60. ..., RTA...

Installation Instruction

1. 2.

4.3.
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Extension T-Piece RTAK... , RTAC 60. ..., RTA...

Installation Instruction

INFORMATION
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Installation Instruction

RTL...
1. 2.

3.

5.

4.
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