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_JSW Steel Limited

Vijayanagar Works, PO- Vidyanagar, Village-Toranagalliu,Dist: Bellary,Karnataka-583275,INDIA

IS 277

Regd. Office: JSW Centre , Bandra Kurla Complex , Bandra (East) , Mumbai - 400 051

TEST CERTIFICATE FOR PLAIN GALVANIZED STEEL SHEETS & STRIPS (COILS) AS PER
HD GI/24-25/0003922116

Test Certificate
To M/S. Rancorp Steels

SHED NO 518/1C

HOSUR - 635126 Region: 22

18:277

g

Date 8
SO No./ Item :
Product §
PO No.

CM/L - 4797392

26.12.2024

402559558 / 10

HOT DIP GALVANIZED STEEL
Disp Nov 2024

It is certified that the material described below fully conforms to IS 277. Chemical composition and Mechanical properties of the product, as tested in accordance with the Scheme of Testing &

Inspection contained in the BIS certification marks Licence No. CM/L - 4797392 are as indicated below against each order No. Etc.

(PLEASE REFER TO IS 277 FOR DETAILS OF SPECIFICATION REQUIREMENTS)

TEST RESULTS
Wumn_:nm:o:” 1S277_2018 GP QTY | €% Mn% S% P% Si% Ys UTS GL(mm) EL% Hard Rapm Bend Coatng
W (MT) (Mpa)  (MPa) (HRB) Test  (GSM)
Heat No. | Coil No. Nominal Size (MM) Min 50 0.80 120
?o”:mq Coil T X W X Max | 02500 175 0045  0.050 1.40 168
24C4RD2000 2000 X 1260.0 X Coil 10.205 | 0.0320 020 0007 0020 0014 263 362 50 4370 137 Pass 130
Total Weight in Metric Tonnes 10.205 | Grand Total of Coils/Pkt/Bundles/Slab _ 1 *

supstances as per RoHS norms.

This is to certify that the above mentioned product produced & supplied by us, do not contain any radio active element higher than the natural
| level and it confirms to Standard Rolling, Dimensional & Weight tolerences. The product or packing material does not contain any hazardous

W

| Delivery 1D 1 7174487489 Legends:
,5<Dﬁm No. 1 7107587370

Tu,mﬂ Invoice No 1 24VJ2900459445

7?6;& of Transport : Rail

?.mxiw No

|LC No. : Remarks

Chemistry = Laddle Sample analysis; 1Mpa= 1N/mm2 ; T x W x L = Thickness x Width x Length
YS= Yield Strength ; UTS = Ultimate Tensile Strength, EL = %ge Elongation on standard gauge length
Spangle = ZERO SPANGLE, Passivation = CR Free Both side T/B, Oil Type = NOT APPLICABLE,
Tensile Sample Direction = 90

For sales exclusively through JSW One Platforms
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